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Install the Pylon drivers

Basler Pylon 5.0 and Windows 10/Nexus 2.5 _v1.0_20160831
Install the .exe of choice.

I For the both Pylon IP Configurator AND the Pylon Viewer, run the Basler pylon
5.0.0.6150.exe

I For the Pylon Configurator only, run the Basler pylon Runtime 5.0.0.6150.exe.

1. Agree to the Ts & Cs | Next

Welcome

Next Cancel
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2. Select Camera User | Next

Profiles
Camera nmA el ‘ ‘
Back Mext Cancel
2015 Basler | All Rights Reserved | www.baslerweb.con

3. Select the Types of Cameras connected to the PC that you wish to install drivers
for | Next

Interfaces
‘ LISE Gigk FireWire amera Link
s 4 4 4 4
—
Back Next Cancel
O 2015 Basler | All Rights Reserved | www baslerweb.con
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4. Accept (or alter) the destination folder for the installer | Next

Destination Folder

Change...

Back Mext Cancel
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5. Click Install.

Ready to Install

v

During installation and uninstallation of pylon,
network connections will temporarily become

unavailable. Close all applications needing a network

connection before proceeding with the installation!

Back Install Cancel

2015 Basler | All Rights Reserved | www.baslerweb.con

Installation in progress.....

Installation

Cancel

D 2015 Basler | All Rights Rese
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6. Click Close.

Enjoy pylon

Close

O 2015 Basler | All Rights Reserved | www baslerweb.con
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Set the IP addresses for GigE-connected cameras

1. Open Network and Sharing Centre | Change Adapter settings.

2. Right click the Adapter and select Properties

For GigE connected cameras, ensure the Pylon GigE vision Streaming Filter is
checked, along with Internet Protocol Version 4.
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3. Change Internet Protocol v4 Properties to the desired IP Address (i.e. 10.0.0.1);
Subnet Mask = 255.255.255.0

= 10001 Properties “ Internét Protocol Version 4 (TCP/1Pvd) Properties m
Networking | Shanng | | General
Connect using

You can get 1P settings assigned automatically IF your netwark supports
& Basier GigE Vision Adapler #3 this copability. Otherwise, you need to ask your network administrator

for the appropriste 1P settings.

[ |
| Gonfigurs.
—J =l Oblain an 1P address autarmatically
This connaction uses the lolowang ilems
q4 @ Use the following IP address:
& Gliant fos Micrasoft Networks |
¥ B Pyton GigE Vision Streaming Filter | P address: .o .0 i)
o2} oS Packet Schoduler " Subnet mask: 255 .255 . 355 . O
22 Files andd Printer Sharing for Microsoft Networks
L Internel Protocol Viersion B (TCRIP) Default gateway:
LS infmiat Protocod Version 4 (TGR1PW) 1
L. Limi:-Layer Topology Discovery Mapper 10 Driver O e T
A L Ly T Obitain DNS server address automatically
@ Use the following OMNS server addresses:
o
Instal Lininstog Froposties I Preferred DMNS. server:
Descripion |
I Alternate DNS server:
Transmission Control Protoockiniemel Protocol The default |

widk i nastwork prodocol thil peovdas communication
Across dvense iInteroonnected notworks

Valldate selings upon exit e e——|

o ][ concei

4, Repeat for other GigE connected devices (11.0.0.1; 12.0.0.1 etc).
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Launch the software

Launch the Pylon IP Configurator

s,

pyloniP

In the IP Config tool, ensure the IP Address is set to 1 Octet away from the IP Address of
the NIC that that the GigE camera is attached to.
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Example: for the NIC address of 10.0.0.1, assign the Static IP of the camera to 10.0.0.2;
(Subnet 255.255.255.0); Gateway to 10.0.0.1.

Narre Dirvice U D Sefd Mamber  MACAdSws  Stehs W Codgueation [P Adderss Sbret Mink
-1
™ Local Ares Connection
™ 10003
= puAI000 435 717456 DOISIIAFESE  OC Static B 10007 7557552550
™ 11001
= puAdAD- 210gc 0807508 DOIOSIOCES O Satic 1a0: 29255050
-
& e w Basler pIALOO0-{8gm [20717656) [y
1P e 19,002
T
BRI I il e k100048
Gatiwy: 190,01 Cadce U I
ep Sl Mt JPINSS
A T (1 MAC Addeia: 00305300158
TP Corfipaation: Static 1P
Devor User | ® r

e orw 1}
e Duevice User I Serial Number  MAC Address Subs
=101
= Local Area Comection §
10001

= piAT000-48gm 0717655
= 11001

= pligad-210gc a08aTHon COA0KIOCATS O Sc 1P
-

1P Configuration 1P Addeess Subnet Musk

O30SI0AFISE 0K Saatic P 10007 2552552550

11007 2552553550

@ Basler pIABAD-210g¢ (20807508)

Palresh
Verdar: Basder
Model Mame:  plAGAD-2105c

Satic [P
P Address 11,002
Subaet Mad 156 1550

Gatoway: 11000 Device U 10
[ Sevial Shamiber:  HOBOTS08
Ao @l MAC Ackiess;  DO-0:53:0C-52:54
Db User | P Configurston: Static 19

L LT
Subnet Mack:  295.255.25%.0
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Launch Nexus 2.5

In Nexus assign the appropriate Trigger Source:
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Contact Vicon

If you need more information than that supplied in the documentation or
on the Vicon Support web pages, please contact Vicon:;

Denver, CO Los Angeles, CA
Vicon Denver Vicon LA

7388 S. Revere Parkway, Suite 901 3750 S. Robertson Boulevard, Suite 100
Centennial Culver City

CO 80112 Los Angeles

USA CA 90066
T:303.799.8686 USA

F:303.799.8690 T:303.799.8686

E: support@vicon.com F:310.388.3200
Oxford, UK E: support@vicon.com
Vicon Oxford Singapore

14 Minns Business Park Vicon Singapore
West Way T.+65 6400 3500
Oxford E: support@vicon.com
0OX2 0JB

UK

T:+44.1865.261800
F.+44.1865.240527
E: support@vicon.com

© Copyright 2016 Vicon Motion Systems. All rights reserved.

You .
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